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foundry or a large foundry no later 
than January 2, 2009. 

(g) If you own or operate a new af-
fected source, you must determine the 
initial applicability of the require-
ments of this subpart to a small found-
ry or a large foundry based on your fa-
cility’s annual metal melting capacity 
at startup. If the annual metal melting 
capacity is 10,000 tons or less, your area 
source is a small foundry. If the annual 
metal melting capacity is greater than 
10,000 tons, your area source is a large 
foundry. You must submit a written 
notification to the Administrator that 
identifies your area source as a small 
foundry or a large foundry no later 
than 120 days after startup. 

§ 63.10881 What are my compliance 
dates? 

(a) If you own or operate an existing 
affected source, you must achieve com-
pliance with the applicable provisions 
of this subpart by the dates in para-
graphs (a)(1) through (3) of this section. 

(1) Not later than January 2, 2009 for 
the pollution prevention management 
practices for metallic scrap in 
§ 63.10885(a) and binder formulations in 
§ 63.10886. 

(2) Not later than January 4, 2010 for 
the pollution prevention management 
practices for mercury in § 63.10885(b). 

(3) Except as provided in paragraph 
(d) of this section, not later than 2 
years after the date of your large 
foundry’s notification of the initial de-
termination required in § 63.10880(f) for 
the standards and management prac-
tices in § 63.10895. 

(b) If you have a new affected source 
for which the initial startup date is on 
or before January 2, 2008, you must 
achieve compliance with the provisions 
of this subpart not later than January 
2, 2008. 

(c) If you own or operate a new af-
fected source for which the initial 
startup date is after January 2, 2008, 
you must achieve compliance with the 
provisions of this subpart upon startup 
of your affected source. 

(d) Following the initial determina-
tion for an existing affected source re-
quired in § 63.10880(f), 

(1) Beginning January 1, 2010, if the 
annual metal melt production of your 
small foundry exceeds 20,000 tons dur-

ing the preceding calendar year, you 
must submit a notification of foundry 
reclassification to the Administrator 
within 30 days and comply with the re-
quirements in paragraphs (d)(1)(i) or 
(ii) of this section, as applicable. 

(i) If your small foundry has never 
been classified as a large foundry, you 
must comply with the requirements for 
a large foundry no later than 2 years 
after the date of your foundry’s notifi-
cation that the annual metal melt pro-
duction exceeded 20,000 tons. 

(ii) If your small foundry had pre-
viously been classified as a large found-
ry, you must comply with the require-
ments for a large foundry no later than 
the date of your foundry’s most recent 
notification that the annual metal 
melt production exceeded 20,000 tons. 

(2) If your facility is initially classi-
fied as a large foundry (or your small 
foundry subsequently becomes a large 
foundry), you must comply with the re-
quirements for a large foundry for at 
least 3 years before reclassifying your 
facility as a small foundry, even if your 
annual metal melt production falls 
below 20,000 tons. After 3 years, you 
may reclassify your facility as a small 
foundry provided your annual metal 
melt production for the preceding cal-
endar year was 20,000 tons or less. If 
you reclassify your large foundry as a 
small foundry, you must submit a noti-
fication of reclassification to the Ad-
ministrator within 30 days and comply 
with the requirements for a small 
foundry no later than the date you no-
tify the Administrator of the reclassi-
fication. If the annual metal melt pro-
duction exceeds 20,000 tons during a 
subsequent year, you must submit a 
notification of reclassification to the 
Administrator within 30 days and com-
ply with the requirements for a large 
foundry no later than the date you no-
tify the Administrator of the reclassi-
fication. 

(e) Following the initial determina-
tion for a new affected source required 
in § 63.10880(g), 

(1) If you increase the annual metal 
melt capacity of your small foundry to 
exceed 10,000 tons, you must submit a 
notification of reclassification to the 
Administrator within 30 days and com-
ply with the requirements for a large 
foundry no later than the startup date 
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for the new equipment, if applicable, or 
the date of issuance for your revised 
State or Federal operating permit. 

(2) If your facility is initially classi-
fied as a large foundry (or your small 
foundry subsequently becomes a large 
foundry), you must comply with the re-
quirements for a large foundry for at 
least 3 years before reclassifying your 
facility as a small foundry. After 3 
years, you may reclassify your facility 
as a small foundry provided your most 
recent annual metal melt capacity is 
10,000 tons or less. If you reclassify 
your large foundry as a small foundry, 
you must notify the Administrator 
within 30 days and comply with the re-
quirements for a small foundry no later 
than the date your melting equipment 
was removed or taken out of service, if 
applicable, or the date of issuance for 
your revised State or Federal operating 
permit. 

POLLUTION PREVENTION MANAGEMENT 
PRACTICES FOR NEW AND EXISTING AF-
FECTED SOURCES 

§ 63.10885 What are my management 
practices for metallic scrap and 
mercury switches? 

(a) Metallic scrap management program. 
For each segregated metallic scrap 
storage area, bin or pile, you must 
comply with the materials acquisition 
requirements in paragraph (a)(1) or (2) 
of this section. You must keep a copy 
of the material specifications onsite 
and readily available to all personnel 
with material acquisition duties, and 
provide a copy to each of your scrap 
providers. You may have certain scrap 
subject to paragraph (a)(1) of this sec-
tion and other scrap subject to para-
graph (a)(2) of this section at your fa-
cility provided the metallic scrap re-
mains segregated until charge make- 
up. 

(1) Restricted metallic scrap. You must 
prepare and operate at all times ac-
cording to written material specifica-
tions for the purchase and use of only 
metal ingots, pig iron, slitter, or other 
materials that do not include post-con-
sumer automotive body scrap, post- 
consumer engine blocks, post-con-
sumer oil filters, oily turnings, lead 
components, chlorinated plastics, or 
free liquids. For the purpose of this 
subpart, ‘‘free liquids’’ is defined as 

material that fails the paint filter test 
by EPA Method 9095B, ‘‘Paint Filter 
Liquids Test’’ (revision 2), November 
2004 (incorporated by reference—see 
§ 63.14). The requirements for no free 
liquids do not apply if the owner or op-
erator can demonstrate that the free 
liquid is water that resulted from scrap 
exposure to rain. 

(2) General iron and steel scrap. You 
must prepare and operate at all times 
according to written material speci-
fications for the purchase and use of 
only iron and steel scrap that has been 
depleted (to the extent practicable) of 
organics and HAP metals in the charge 
materials used by the iron and steel 
foundry. The materials specifications 
must include at minimum the informa-
tion specified in paragraph (a)(2)(i) or 
(ii) of this section. 

(i) Except as provided in paragraph 
(a)(2)(ii) of this section, specifications 
for metallic scrap materials charged to 
a scrap preheater or metal melting fur-
nace to be depleted (to the extent prac-
ticable) of the presence of used oil fil-
ters, chlorinated plastic parts, acces-
sible lead-containing components (such 
as batteries and wheel weights), and a 
program to ensure the scrap materials 
are drained of free liquids. 

(ii) For scrap charged to a cupola 
metal melting furnace that is equipped 
with an afterburner, specifications for 
metallic scrap materials to be depleted 
(to the extent practicable) of the pres-
ence of chlorinated plastics, accessible 
lead-containing components (such as 
batteries and wheel weights), and a 
program to ensure the scrap materials 
are drained of free liquids. 

(b) Mercury requirements. For scrap 
containing motor vehicle scrap, you 
must procure the scrap pursuant to one 
of the compliance options in para-
graphs (b)(1), (2), or (3) of this section 
for each scrap provider, contract, or 
shipment. For scrap that does not con-
tain motor vehicle scrap, you must 
procure the scrap pursuant to the re-
quirements in paragraph (b)(4) of this 
section for each scrap provider, con-
tract, or shipment. You may have one 
scrap provider, contract, or shipment 
subject to one compliance provision 
and others subject to another compli-
ance provision. 
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